
Clean Profile
ILLUMINATED STREET NAME LED  
& REGULATORY SIGNS

The Industry’s Most Economical LED Sign
Key Features
Easy to field maintain; No special tools

7 Year limited warranty

Certified to 150 mph winds

Lightweight and energy efficient

These signs are housed in a traffic style continuously welded  
aluminum housing with strong polycarbonate sign faces. This 
construction  is rated to withstand 150 MPH winds. The LEDs 
are rated to maintain 70% of the initial brightness for 60, 000 
hours or 13.7 years (at 12 hours per day). A double sided sign 
with a viewable area of 6’ x 21” consumes only 26 watts of 
electricity or just under 114 kWh per year which translates 
to less than $8.00 annually (assuming 7 cents per kWh). 
consequently, these signs may qualify for federal energy 
saving funding is used to replace older fluorescent signs.

Other benefits include:

Easy to replace the sign face while in field
Easy to install
Even light distribution
FDOT approved
Multiple mounting options to choose from

Available Styles

Metropolitan Type CR

Provencial Type CQ

Square Type CT

Victorian Type CS

Standard Type CP

Custom Designs Available

Southern Manufacturing
2000 E. Lake Mary Blvd

Sanford, FL 32773
Phone: 407.831.1588

www.southernmfg.com
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A. Viewable lengths available in 1/2 foot increments from 4’ to 10’
B. Standard heights available in 3 in increments from 15” to 30”
C. Overall length is A + 3”
D. Depth is 3.95” for a single sided sign and 5.4” for a double sided sign
E. Overall height is  B + 3 “, excluding brackets

Sign Dimensions

Sign Hanging Hardware

Energy Consumption (in watts)

Weight

Customization 
Options
• Single & Multi-Color Logos
• Frame Color
• Frame Styles
• Retro-reflective background
• Photocells
• Laser etching

Sign Height
Sign Length

4’ 6’ 8’ 10’

24” Viewable SS (21” DS) 19W 26W 32W 39W

24” Viewable SS (21” DS) 32W 46W 59W 72W

Sign Size 4’ X 19’ 6’ X 19’ 8’ X 19’ 4’ X 24’ 6’ X 24’ 8’ X 24’

Weight (in pounds) 39 54 69 44 61  78

Weight for double-sided signs, excluding brackets. Single-sided signs weight approximately 10% less.

For more information visit 
our website at  

www.southernmfg.com or 
send us an email to  

orders@southernmfg.com. You 
can also contact us by calling 
us toll-free at 1-800-866-5699.

We have a nationwide network 
of distributors who can meet 

with you and show a sample of 
the clean profile design.

Rigid Back Mount
(RD Type)

Top Mount – Tri-Stud
(TA Type)

Top Mount – EZ Bar
(TJ Type)


